
40 K1000

     
                          Habitaflex Kitchen
                                                                                       E3 Series

�������������

���� �� �������� ��������� �



©
Ha

bi
ta

fle
x 

Co
nc

ep
t i

nc
. 2

00
8-

20
09

, A
ll 

rig
ht

s 
re

se
rv

ed
.

 Distributor

Kitchen (40 K1000)
 
Structure:
• Built with structural insulated panels 
• Expanded polystyrene insulation without CFCs 
• Rustic grooved board finish on exterior walls (Choice of colors)
• Oven dried wood carpentry
• Pre-painted galvanized steel roofing 
• White PVC sliding windows
• Insulated steel door 
 
Interior Finish:
• ABTCO Tile board finish on walls and ceiling (Kitchen side),
• Natural grooved Oriented Strand board  (OSB)

Electricity:
• Commercial fluorescent lights
• Powerful Air circulation system
• 40 USGL Hot water tank 
• 2 Stove receptacles
• 1 Dishwasher receptacle
 
Plumbing:
• Quick connect water inlet
• 1/2” (12.7 mm) Pex water lines & ABS drainage piping
 
Options Available: 
• «Quick Connect» Electric system
• 220V Electricity
• «Far North» Insulation
• Double or triple paned windows with argon
• Natural pine board interior finish on the cafeteria side
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